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Fanless Slim PC with a Kaby-Lake -U 

processor in industrial design  

The DS77U is a fanless slim PC with a robust 1.3 litre metal chassis and 

exceptional connectivity: 2x HDMI, DisplayPort, Dual Intel LAN, USB 

3.0/2.0, serial ports, audio, card reader and i ntegrated W -LAN. 

Installation of components goes straight forward, as there is plenty of 

interior space for two memory modules, a 2.5" drive and an M.2 -2280 

SSD card. The built-in Dual Core Intel "Kaby -Lake -U" processor with 

integrated graphics  provides am ple performance for playback of 4K 

content. Thanks to its re-designed passive cooling architecture, the 

system is virtually maintenance -free and is approved for 24/7 nonstop 

operation. It is big on performance, yet extremely energy -efficient. 

The Shuttle XPC slim Barebone DS77U is an ideal platform for 

professional applications such as digital signage, POS, Kiosk, Thin 

Client, Cloud Computing, Office PC and Multimedia.  

 

Feature Highlights 

Slim Design 

¶ Slim 1.3 litre metal chassis, black  

¶ Dimensions: 20 x 16.5 x 3.95 cm (LWH) 

¶ Incl. Stand &  VESA mount (75/100 mm) 

Operating 

System 

¶ The operating system is not included  

¶ Compatible with  Windows 10, Linux (64-bit) 

Processor 

¶ Intel Celeron 3865U òKaby Lake -Uó, 1.8GHz 

¶ Integrated Intel HD  610 graphics , DX12 

¶ Fanless heatpipe cooling  

Memory Slots 

¶ 2x 260-pin SO-DIMM slots 

¶ Supports max 2x 16  GB DDR4-2133 

Storage 

Bays 

¶ Bay: 6.35cm/2.5ó for hard disk or SSD 

¶ M.2 2280  slot (supports PCIe and SATA) 

Connectors  

WLAN 

¶ 2x HDMI 1.4b , DisplayPort 1.2 *) 

¶ 2x USB 3.0, 4x USB 2.0, SD card reader  

¶ 2x Intel Gigabit LAN, WLAN 802.11n (1T1R) 

¶ 2x Audio (Line out + mic)  

¶ 2x COM port (RS232 + RS232/RS422/RS485) 

¶ Connector for external power button  

Power Supply ¶ External 65 W fanless power adapter  

Applications  
¶ Digital Signage, POS, control devi ce, etc.  

¶ Approved for 24/7 permanent operation  

 

 

XPC slim Barebone  

DS 7 7 U 

 

Shuttle  
Produ ct 

Processor  
Model  

Cores  / 
Threads  

Cloc k / 
Turbo  

L3- 
Cache 

Intel  
Graphics  

DS77U Celeron 386 5U 2 / 2 1.8 / ï GHz 2 MB HD 610 

DS77U3 Core i3 -7100U 2 / 4 2.4 / ï GHz 3 MB HD 620 

DS77U5 Core i5 -7200U 2 / 4 2.5 / 3.1 GHz 3 MB HD 620 

DS77U7 Core i7 -7500U 2 / 4 2.7 / 3.5 GHz 4 MB HD 620 

 

Images for illustration purposes only. This product does  
not include memory, storage and operating system.  
*) the DisplayPort does not support audio output  [2] 
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2 Slots
M.2 + 2.5ò 
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Shuttle XPC slim Barebone DS77U ð Product Views 

 

A COM 2: RS-232 

B SD card reader 

C COM 1: RS-232/422/485 

D On/Off power button 

E Hard disk LED indicator 

F Power LED indicator 

G 2x USB 2.0 

H 2x USB 3.0 

I Stand with screws 

J 2x Perforation for optional WLAN antennas 

K Pin connector for external power button or 

CMOS button or 5 V DC voltage supply 

(please also see Shuttle Accessory CXP01) 

L DisplayPort Video output **) 

M 2x HDMI Audio/Video output 

N Microphone input 

O Headphones output 

P 2x USB 2.0 

Q 2x RJ45 Gigabit LAN 

R DC connector for external power adapter 

S Ventilation holes 

T Hole for Kensington lock 

U M.2-2280 slot for an SSD card with PCIe or 

SATA interface *) 

V M.2-2230 slot with WLAN card *) 

W 2x SO-DIMM slot for DDR4 memory modules 

X Bay for 2.5ñ storage (HDD or SSD) *) 
 

 

 

 

 

*) A WLAN card is included . The other components such as a 2.5ó storage drive (hard disk or SSD), memory 

modules, or an M.2 SSD card are not.  

**) No te: the DisplayPort of DS77U does not support audio output  
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Shuttle XPC slim Barebone DS77U ð Mainboard  
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A Front Panel G COM port configuration (Pin-9 voltage setting) 

B Connector for 2.5ò SATA storage H Cardreader Connector 

C M2-2230 Slot with WLAN module I CMOS Battery 

D 2x SO-DIMM slot for DDR4 memory J BGA Processor (soldered) 

E M2-2280 slot for SSD cards K Back Panel 

F Jumper for ĂAlways Power Onñ setting   

 


